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Can we use built in features in InfoWorks
to aid identification of flood sources?

How can we differentiate between:
Å Pluvial
Å Fluvial
Å Wastewater flooding?

Can we quantify individual components?



Sometimes the source of 
flooding can be obvious during 
more extreme events where 
there is one clear source.

Boat Inn, Ironbridge



External/Internal flooding of a 
customer during heavy rainfall.

Evidence of river overtopping.

Customer adamant flooding started 
from foul manhole before river 
overtopped.

Combination of three potential 
sources.



Using Water Quality modelling as Trackers

Use dissolved pollutants 
as a dummy tracker with 
water quality modelling.

Aim to set a baseline level 
of pollutant within the 
foul/combined network.





Set Decay type for pollutant 
trackers to None.

Only interested in PL1 and PL2 
determinants.



Set dissolved pollutant at a 
concentration for all 
Wastewater profiles

PL1 ςWastewater flows

Concentration set at 
10,000mg/l

Wastewater Profile Editor



Run Group Setup

Tick use QM
Set up QM parameters

Tick PL1/2
Not interested in Sediment Fractions (SF)



For this model it takes 6 
hours to create a stable 
concentration.

Be aware of changing 
units.

mg/l  �Æ kg/m3

DWF Simulation


